Operation Instruction for CNI Model MXL-H Laser

Note : The laser can be operated only when the temperature of the laser housing comes back near to that of
operating temperature(the most proper temperature is 20? -25? ). Otherwise, the laser may be
damaged because the large temperature differences.

1. Initial Inspection

(1) Place the laser head and the power supply (which must |.£

have the same serial numbers) on a stable surface. And it
can transfer heat, such as iron board.

(2) Check the position of the main power switch on the Ry, SR

front panel of the power supply and make sure it is in the

“OFF-position. If not, press the switch side marked “o0™.

(3) The “D” shaped nine-pin socket with blue color on the
front panel is used for CNI own adjustments, the user can

ignore it.

(4) Note input voltage indicated on the rear of the power
supply and make sure it is the same as your local mains
voltage.

)

2. Setting up the laser

(1) Connect the-plug of the laser head with its power
supply firmly.

(2) Conneet the plug of power supply to the mains that
provides input voltage indicated on the rear panel of the
power supply.
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3. Starting the laser

(1) REMOVE THE PROTECTIVE LABLE FROM THE
EMISSION PORT OF THE LASER HEAD. If there is a
shutter on the laser head, please, open it.

(2) Switch on the power supply by pressing the main

64 9%

switch, Press the switch side marked -,

(3) When the main switch is activated. the red LED will
come on and five seconds later the green LED will light up
and the laser emission will start.

(4) When the laser operates normally the red “Alarm™-LED
is off. If the red “Alarm”-LED comes on, the laser head has
become overheated and the power supply must be switched
off. After a few minutes the laser head will have cooled
sufficiently and the power supply can be started again. The
laser will then continue to work normally.

(5) TTL modulation or 0-5V analogue modulation.is optional function of the power supply. If TTL or
analogue modulation is provided, please, refer to corresponding section of the operation instructions.

Note: If you apply analogue modulation. You must provide a 0-5VDC input voltage, then the laser will
start.

4. Shutting off the laser

(1) Switch off the power supply by pressing the main
switch.

(2) Remove the mains plug from the mains.

(3) Close the shutter, if there is a shutter. Please adhere to
the label on the aperture.
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